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PRESENTATION 
 
 
 

Thank you for choosing a dot marking system (also called micro-percussion) for 
your marking applications.  
 
SIC MARKING systems contribute to improve the tracability of your products while 
complying with the industrial standards. 
 
We would like to welcome you as a user of our systems. 
 
This guide contains the installation and use instructions of the dot marking type 
machines. We recommend that you read it carefully before installing the system. 
 
Please contact our technical department for any further information.. 
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I -  SETUP PROCEDURE  

 

Setup USB driver is done as follow: 
·  Install CD-ROM 
·  Connecting e8 or e9 control unit 
·  Driver installation 
 
 

File requirement: 
 

Required file are located on shipped CD-ROM under following folder: 
·  CD-ROM:\drivers\USB\Win2000 for a windows XP or 2000 PC 
·  CD-ROM:\drivers\USB\Win98  for older system. 

 
 

Connecting: 
 

Plug the shipped USB cable from the control unit to the PC: 
 
 
 

 
 

 

 

USB plug 

Marking tool 

Accessorie plug  

D-Axix plug 

USB plug Marking tool Start/Stop device 
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II -  WONDOWS 2000 AND XP INSTALATION 

When connecting USB cable, the e8 control unit is detected: 
 

 
 

The automatic detection toll will run the installation setup. 
 

 
 

Select “No, not this time” then press . 
 

 
 

Select  then press . 
 

the installation will start : 
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Clic on   the installation will end: 
 

 
 

Clic on to terminate first.  
 

Following screen will display : 
 

  
 

Select « No, not this time » then click on  button 
 

 
 

Select  then press  . 
 

 
 

Clic on  : The e8 control unit is now ready to be use under your computer. 
 
Do not plug more than one e8 with USB on a PC 
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III -  WINDOWS 98 INSTALLATION 

When connecting USB cable to PC, the system will detect the e8 control unit 
 

 
 

select “Next” : 
 

 
 
Select “Install from a list or specific location” then press Next. 
 

 
 

Select USB bus control. 
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In that screen, the system dose not recognize e8 control unit,  
clic on “floppy” to select a specific location. 
 

 
 

Select the DC-ROM drive then the following path  
(C:\Program file\SIC MARKING\drivers\USB )  clic on OK. 
 

 
 

following screen display the driver : clic on “Next”. 
 
Information screen will display following message : 
 

 
 

clic on “YES”. 
 

 
 

the driver Installation  will start, clic on “Next” 
 

C:\Program Files\SIC MARKING\drivers\usb 
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IV -  TROUBLESHOOT… 

1 - Open the device manager (driver information panel): 

Right Click on MyComputer  then clic on properties .  

In the next windows, click on , and click on  
 

                       
 
 
One of these 3 next windows will open, depend on the driver stats 
 

 - Driver setup is correct: Tools can be run on this PC (no , no  ) 
 

  
 

 - Driver not installed: Tools cannot be run on this PC 
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2 - What port COM the SIC MARKING Control Unit is using ? 

Right Click on MyComputer  then clic on properties .  

In the next windows, click on , and click on  
 

Fallowing example shown use the COM3 
 

 

3 - Reinstall Driver. 

Right Click on MyComputer  then clic on properties .  

In the next windows, click on , and click on  
 

 
 

Right Click on  or  then click on properties . 
 

 
 

Right Click on  then fallow instruction in Chapter II (or III for windows 98) 
 

 
 


